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EMC

vV WEEE (Waste Electrical and Electric Equipment)

corresponding item should not be discarded at the end of its working life with

other household waste. To prevent possible harm to the environment or

- human health from uncontrolled waste disposal, please separate marked

items from other types of waste and recycle them responsibly to promote the

sustained reuse of material resources. Household users should contact either the

retailer where they purchased this product, or their local government office for details

of where and how they can conduct environmentally safe recycling of such items.

Commercial users should contact their suppliers and check the terms and conditions of

purchase contracts. This product should not be combined with other commercial
waste for disposal.

ﬁ This mark shown on the product or its literature indicates that the
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W RS-232C(Serial)
W IEEE1284(Parallel)

= . USB
G
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(Pause Button)
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(Option)
(Cover Peel-off)
(Cover Lever)
(Ribbon Assembly)

(Paper Cover)

=
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(Peel-off Sensor)
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(Paper Guide + Gap Sensor)
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(Fan-Fold or External Paper)

USB

(Power Switch) IEEE1284(Parallel)
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(Power Jack)
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(Option) (Cover Peel-off)
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3-2-1 Standard Model

- RS-232C(Serial)
- |EEE1284(Parallel)
- USB B-Type

SLP-TX400x/TX403x

RS-232(Serial)

IEEE1284(Parallel)

1)

2)
- SERIAL RS-232C(Serial)
- PARALLEL IEEE1284(Parallel)
- USB USB B-Type
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3-2-2 Ethernet Model(SLP-TX40xE)

- RS-232C(Serial)

- LAN(Ethernet)

- USB A-Type(WLAN Dongle)
- USB B-Type

sl \
£
USB B-Type

£
\ USB A-Type

RS-232C(Serial) (WLAN Dongle)

LAN(Ethernet)
1)
2)
- SERIAL RS-232C(Serial)
- ETHERNET LAN(Ethernet)
- HOST USB A-Type(WLAN Dongle)
- USB USB B-Type
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3-5-2 LED

LED 1 LED 2

(/ )

Over-Heat

(Media Calibration Failure)
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(Unified Label Utility)

3) Language

4)

5)

CD

Unified Label Utility-1I {¥ersion 2.0.3)

Handshake, Stop bit, Data bit, Parity, Baud rate

United Label Printer Utility

Interface Type
() Serial O Parallel Ouse (O Ethernet
Communication Setking
LPT Port
COMPort  [comt: v]
BaudRate  [115200 |
Data Bits E v|
Parity |Nnne i3 |
Stop Bits [t v|
P | |
Port | |

User Setting

Configure Printer Setting
Configure Print Quality

Calibration Setting Manager

Downloader

P File Downloader
Printer Tool

Send File
Printer Tool
Communication Tool
SLCS Test Tool

RFID

Set Configuration ‘Write/Read

EXIT

Copyright {C) BIXOLOM Co., Lkd. All rights reserved.
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