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  English 
KN09-00073A(Ver.1.04) MOBILE PRINTER  SPP-C200 

 

Bluetooth & WLAN 

Parts Name 
 

Media Installation 1 
 

Interface Cable 
 

Printer Cleaning 
 

Belt Clip 1 
 
 

For more information, Please visit 
BIXOLON website. 

Belt Clip 2 
 

Belt Clip 3 

Battery Installation 
 

Media Installation 2 

Media Installation 3 
 

Media Installation 4 

Battery Charging 
 



 

 
 

 

WARNING & CAUTION 
Is described as death, physical injuries, serious 
financial losses, and damage to data etc. that 
can be caused to the user. 

 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 

BATTERY WARNING & CAUTION 
It's to use the battery properly and prevent 
danger or physical damage, so please keep it. 

 

 
 

 
 

 
 

    
 

 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Do not connect multiple products to a single or 
faulty power outlet. Only use grounded power 
outlets that meet the industry standard.  
Noncompliance may cause electric shock or fire. 

 

 

Only use authentic products from BIXOLON.  
The company will not provide post-sale support for 
damaged or other quality issues that any fake (or 
refurbished) products may incur. 
 

 

 

Do not excessively bend or strain the power cord. 
Securely push the power cord all the way into the 
power outlet lest it remain loose. Make sure to hold 
the cord tight when separating it from the power 
outlet. Do not remove the power cord while the 
product is in use.  
Noncompliance may cause electric shock or fire. 

 

 

Keep small accessories or other 
packaging materials away from young 
children. Beware: choking hazard. 
Mishandling the product may incur 
injuries which may require seeking 
urgent medical attention. 

 

 

Keep excessive liquids away from the power cord 
and outlet. If matter is smeared onto the power 
cords, wipe with a dry cloth. Noncompliance may 
cause electric shock or fire. 
 

 

 

Do not allow the product to be damaged by heavy 
objects. 
Noncompliance may cause electric shock or fire. 

 

 

If the product emits a strange sound, burning smell, or 
smoke, turn off the power immediately and unplug the 
power cord. If the product is dropped or its exterior is 
damaged, turn off the power immediately and unplug 
the power cord. Do not subject the product to shock. 
This could cause damage to the product or a fire. 

 

 

Install the product in a well-ventilated area by 
keeping it a certain distance from the wall.  Installing 
the product in certain environments which are prone 
to excessive dust, moisture and temperature 
fluxuations or putting the product under extreme 
use may cause damage to the printer.  
An increase in internal temperature may start a fire. 
Be sure to contact the place of purchase if you are 
unsure of product placement.  

 

 

Install the product in a fixed location to prevent it from 
tipping over. When moving the product, turn off the 
power and disconnect all connected cables, including 
the power cord.  
As it may damage the product. 

 

 

Never independently disassemble, repair, or modify 
the product as the warranty will become invalid. 
When repair is necessary, contact the original place 
of purchase. 

 

 

Do not let any foreign substances  
enter the product. Do not place heavy objects, 
liquids, or metals on the product. This could cause 
damage to the product or a fire. 

 

 

If there is a problem with the product, please 
contact the original place of purchase or through 
BIXOLON website’s product repair page 
(www.bixolon.com). 

 

 

Do not subject the battery to strong impact 
or throw it. Do not disassemble or modify 
the battery. Do not allow battery leakage to 
come into contact with your eyes or skin. 
Keep the battery out of the reach of 
children, and make sure that children do not 
swallow it.  

 
Otherwise, this can cause the deterioration of battery performance 
and lifespan, overheating, rupture, or ignition. If it comes in contact 
with skin or is swallowed, consult a doctor immediately. 

 

If the battery is not to be used for a long 
time, disconnect it from the device being 
used and keep it in a dry place. Even if it is 
not used for a long time, charge it at least 
once every 6 months while in storage.  

 
Do not place the battery in places exposed to high temperatures 
(direct sunlight, inside a car, etc.) or where static electricity is 
generated (near home appliances, etc.), or near heat generating 
devices (heating device, etc.). Do not subject the battery to fire or 
pressure (pressure cooker, etc.) or put it in a microwave. Make sure 
that the product does not come in contact with metals (coins, 
necklaces, etc.) or liquids (water, salt water, etc.). 
Stop using the battery if it develops an odor or any other 
abnormalities such as heat, discoloration, deformation, or leakage 
while using, storing, or charging the battery. 

 

Do not confuse the (+) and (-) terminals of 
the battery. Do not let metal contact the (+) 
and (-) terminals of the battery. If the (+) and 
(-) terminals of the battery are smeared with 
extraneous matter, wipe them clean with a 
piece of dry cloth.  

 
Otherwise, this can cause deterioration of battery performance and 
lifespan, overheating, rupture, or ignition. 

 

The battery should only be charged using 
the adapter or charger provided by Bixolon, 
and if charging fails after the specified 
charging time (6 hours), stop charging. Do 
not charge the product longer than the 
charging time specified in this manual.  

 
Otherwise, it can cause deterioration of battery performance and 
lifespan, overheating, rupture, or ignition. 
 

 

Store and use the battery within the proper 
operating temperature range. 
- Charging: 0 - 40℃ (32 - 104℉) 
- In use: -15 - 50℃ (5 - 122℉) 
- Long-term storage (more than 30 days): 15 
- 40℃ (5 - 104℉) 

 
Otherwise, it can cause deterioration of battery performance and 
lifespan, overheating, rupture, or ignition. 

 

Be sure to turn off the power of the device 
the battery serves after use. When disposing 
of the battery, completely discharge the 
battery and insulate the terminals with tape, 
etc. 
 

 
Dispose of it in a designated place according to the relevant laws and 
regulations of the country. 

http://www.bixolon.com/


 

 
 

 

 

   

 

 
 

미디어 커버

전원 버튼

커버 열림 버튼

이송 버튼 전원 포트

배터리

벨트 클립 고정 홀

케이블 포트

인터페이스 캡

 

 

 

 

 

 
 
 

 

 

 
 

 

 
 
 

 

 

 
 
 

 

 
 

 

 
 
 

 

    
 

 
 

 

 

 

 
 

 

 

 
 
 

 

 

 
 

  한국어 
 MOBILE PRINTER  SPP-C200 

 

블루투스 & WLAN 

부품 명칭 

 

미디어 설치 1 
 

인터페이스 케이블 프린터 청소 

벨트 클립 1 

제품에 대한 자세한 정보는 

빅솔론 홈페이지를 참고하세요. 

 

벨트 클립 2 
 

벨트 클립 3 
 

배터리 설치 

미디어 설치 2 
 
 

미디어 설치 3 
 
 

미디어 설치 4 
 

배터리 충전 



 

 
 

 

주의 & 경고 
사용자의 사망 또는 신체적 손상, 심각한 재산상의 

손상, 데이터 등의 정보 손상을 일으킬 가능성이 

있는 내용을 설명합니다. 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 
 
 

 

배터리 주의 & 경고 
배터리를 올바르게 사용하고 위험이나 물적 손해를 

예방하기 위한 내용이므로 반드시 지켜 주시기 

바랍니다. 
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 SPP-C200 

 

 1 
 

 1 
 
 

BIXOLON

 2 
 

 3 
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www.bixolon.com

 

 

 
 

 

 
 

 
 

  
 

 
 

 

 

 

 

 

 

 

Bixolon

 
 

 
 

 

 
- 0 - 40℃ 32 - 104℉  
- -15 - 50℃ 5 - 122℉  
- 30 15 - 40℃ 59 -   
  104℉  

 

 

 

 

 

 

http://www.bixolon.com/

