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1.                                         
 
1-1   
 

    
  

( ) 

SPP-R200  

49.5 ± 0.5 mm 
(1.94” ± 0.2”) Max. Ø 40 mm 

(Max. Ø1.57”) 
0.07 ± 0.005 mm 

(0.0028” ± 0.0002”) 
12m 

(39.37’) 57.5 ± 0.5 mm 
(2.26” ± 0.2”)  

SPP-R210  57.5 ± 0.5 mm 
(2.26” ± 0.2”) 

Max. Ø 30 mm 
(Max. Ø1.18”) 

0.07 ± 0.005 mm 
(0.0028” ± 0.0002”) 

5m 
(16.4’) 

SPP-R300  
SPP-R310  

79.5 ± 0.5 mm 
(3.13” ± 0.2”) 

Max. Ø 50 mm 
(Max. Ø1.97”) 

0.07 ± 0.005 mm 
(0.0028” ± 0.0002”) 

21m 
(68.89’) 

SPP-R400  
SPP-R410  

104.5 ± 0.5 mm 
(4.11” ± 0.2”) Max. Ø 57 mm 

(Max. Ø2.24”) 
0.07 ± 0.005 mm 

(0.0028” ± 0.0002”) 
29m 

(95.14’) 111.5 ± 0.5 mm 
(4.39” ± 0.2”) 

 
 
1-2   
 
• PD 150R (   75μm), New Oji Paper Mfg. Co., Ltd. 
 
 
1-3   
 
1-3-1      
 

 
  

  
(Standard) 

  
(0) 

  
(4) 

  
(2) 

  
 (1) 

  
 (3) 

SPP-R200  O X X X X X 
SPP-R210  O X X X X X 
SPP-R300  O O O O O O 
SPP-R310  O O O O O O 
SPP-R400  O O O O O O 
SPP-R410  O O O O O O 

 

 NOTE 
 . 
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1-3-2     
 
• SPP-R200, R210  

 
 ( ) 

 

 
 

 
 
 
 
 
 

 . 

 

• SPP-R300, R310, R400, R410  
 

  ( ) 

 

 
 

 
 

 NOTE 
 :  0.84 ~ 1.34 (Macbeth  ) 
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2.                                         
 
2-1   
 

      
  

( ) 

SPP-R200  

49.5 ± 0.5 mm 
(1.94” ± 0.2”) Max. Ø 39 mm 

(Max. Ø1.53”) 
19mm 
(0.75”) 

4.5m 
(14.76’) 57.5 ± 0.5 mm 

(2.26” ± 0.2”)  
SPP-R300  
SPP-L310  

79.5 ± 0.5 mm 
(3.13” ± 0.2”) 

Max. Ø 49 mm 
(Max. Ø1.93”) 

19mm 
(0.75”) 

9.5m 
(31.16’) 

SPP-R400  
SPP-L410  

104.5 ± 0.5 mm 
(4.11” ± 0.2”) Max. Ø 56 mm 

(Max. Ø2.2”) 
19mm 
(0.75”) 

13m 
(42.65’) 111.5 ± 0.5 mm 

(4.39” ± 0.2”) 

XM7-20  24.5 ~ 57.5 ± 0.5 mm 
(0.96 ~2.26 ± 0.2”) 

Max. Ø 57 mm 
(Max. Ø2.2”) 

19mm 
(0.75”) 

13.5m 
(44.29’) 

SPP-L3000  24.5 ~ 79.5 ± 0.5 mm 
(0.96 ~ 3.13” ± 0.2”) 

Max. Ø 66 mm 
(Max. Ø2.6”) 

19mm 
(0.75”) 

19.5m 
(63.97’) 

XM7-40  49.5 ~ 111.5 ± 0.5 mm 
(1.95 ~ 4.39” ± 0.2”) 

Max. Ø 66 mm 
(Max. Ø2.6”) 

19mm 
(0.75”) 

19.5m 
(63.97’) 

 
 
2-2   ( ) 
 

  
  

1” 2” 3” 4” 5” 6” 

SPP-R200  Max. Ø 39 mm 
(Max. Ø1.53”) 150 80 55 40 - - 

SPP-R300  
SPP-L310  

Max. Ø 49 mm 
(Max. Ø1.93”) 330 175 120 90 70 - 

SPP-L400  
SPP-L410  

Max. Ø 56 mm 
(Max. Ø2.2”) 455 240 160 120 100 80 

XM7-20  Max. Ø 57 mm 
(Max. Ø2.2”) 475 250 170 125 - - 

SPP-L3000  Max. Ø 66 mm 
(Max. Ø2.6”) 685 360 245 185 150 - 

XM7-40  Max. Ø 66 mm 
(Max. Ø2.6”) 685 360 245 185 150 125 
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2-3   
 
2-3-1      
 

 

  

 
(Standard

) 

 
(0) 

 
(4) 

 
(2) 

 
 (1) 

 
 (3) 

SPP-R200  O X X X X X 
SPP-R300  O O O O O O 
SPP-R310  O O O O O O 
SPP-R400  O O O O O O 
SPP-R410  O O O O O O 
XM7-20  O X X O X X 

SPP-L3000  O X X O X X 
XM7-40  O X X O X X 

 

 NOTE 
 . 

 
 
2-3-2  , ,     

 
 

 NOTE 
 :  0.84 ~ 1.34 (Macbeth  ) 
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3.                                   
 
3-1   
 

    
  

( ) 

SPP-R200  
XM7-20  

57.5 ± 0.5 mm 
(2.26” ± 0.2”)  

Max. Ø 39 mm 
(Max. Ø1.53”) 

0.08 ± 0.01 mm 
(0.0032” ± 0.0004”) 

10m 
(32.8’) 

SPP-R300  
SPP-L310  

SPP-L3000  
79.5 ± 0.5 mm 
(3.13” ± 0.2”) 

Max. Ø 49 mm 
(Max. Ø1.93”) 

0.08 ± 0.01 mm 
(0.0032” ± 0.0004”) 

17m 
(55.77’) 

SPP-R400  
SPP-L410  
XM7-40  

111.5 ± 0.5 mm 
(4.39” ± 0.2”) 

Max. Ø 56 mm 
(Max. Ø2.2”) 

0.08 ± 0.01 mm 
(0.0032” ± 0.0004”) 

24m 
(78.74’) 

 
 
3-2   
 
• T6087 (   76μm), Blumberg GmbH & Co. KG 
 
 
3-3  
 
3-3-1      
 

 
  

  
(Standard) 

  
(0) 

  
(4) 

  
(2) 

   
 (1) 

  
 (3) 

SPP-R200  O X X X X X 
SPP-R210  O X X X X X 
SPP-R300  O O O O O O 
SPP-R310  O O O O O O 
SPP-L310  O X X O X X 
SPP-R400  O O O O O O 
SPP-R410  O O O O O O 
SPP-L410  O X X O X X 
XM7-20  O X X O X X 

SPP-L3000  O X X O X X 
XM7-40  O X X O X X 

 

 NOTE 
 .   
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3-3-2     
 
• SPP-R200, R210  
 

 
 ( ) 

 
 

 
 

 
 
 
 
 
 

 . 

 

• SPP-R300, R310, R400, R410  

 

 
 ( ) 
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• SPP- L310, L410 , SPP-L3000 , XM7-20, 40  

 

 
 ( ) 

 

 
 

 
 

 
 



 

Rev. 1.04 - 11 - 

용지 사양 

3-3-3    
 

         . 
 
•   
 

 
 
•   
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•   
 

 
Hole type 

 
 
•    

      . 
 

 NOTE 
 :  0.84 ~ 1.34 (Macbeth  ) 
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4. RFID                                         
 
4-1   
 

 Inlay  
( a ) 

Inlay  
( x ) 

Inlay  
( y ) 

 

XM7-40R 
  

  

  

  
Max. 400mm  

 
 NOTE 

    “2.  ”  . 
 
4-1-1 Inlay  
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