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	BIXOLON
drafter
	
	
	Buyer's

approval
	

	★ Please fill in the blank ★

	Country
	

	Company name
	

	Target market
	

	Language
	(Default Code Page)

	HSF
	EU RoHS  □
	WEEE  □
	China RoHS  □
	EU Packaging Directive  □
	EU Battery Directive  □

	
	California RoHS  □
	J-MOSS  □
	Others  (                                              )

	Type
	Color
	Specification
	Selection

	SRP-S3000
(Sticky)
	Black
	SRP-S3000K (USB2.0 + Ethernet + RS-232C)
	

	
	
	SRP-S3000WDK (USB2.0 + Ethernet + RS-232C + 2.4/5GHz Dual Wi-Fi)
	

	SRP-S3000X
(Linerless Extreme)
	
	SRP-S3000XK (USB2.0 + Ethernet + RS-232C)
	

	
	
	SRP-S3000XWDK (USB2.0 + Ethernet + RS-232C + 2.4/5GHz Dual Wi-Fi)
	

	Compartments
	Selection

	Bar code
	Use factory own bar code system
	

	
	Use user's bar code system
	

	Compartments
	Selection
	Compartments
	Selection

	The type of
Power cord
	American (JE39-00058B)
	
	Quick

Guide

& MANUAL-SAFETY
	English + Korean (KN04-00206A)
	

	
	Australian (JE39-00064G)
	
	
	
	

	
	Argentina (K609-00023B)
	
	
	
	

	
	China (JE39-00064E)
	
	
	
	

	
	Japanese (K609-00017B)
	
	
	
	

	
	European (JE39-00060A)
	
	
	
	

	
	Korean (K604-00098A)
	
	
	
	

	
	South African (JE39-00059D)
	
	
	
	

	
	U.K. (JE39-00064H)
	
	
	
	

	
	Brazilian (K609-00028B)
	
	
	
	

	
	Chilean (K609-00029A)
	
	
	
	

	※ Special things
   


NOTE   This card is expected to substitute for your technical approval.
Refer to Service manual and User manual available at our website 'www.bixolon.com'
_1101531836.bin

_1101531822.bin

